[bookmark: _Hlk143724418]CE2D-45 Modification by proponent to submitted public comment

This modification is to address comments from PLR committee members on PC CE2D-45.

C405.2.8 Demand responsive lighting controls. Interior general lighting in group B, E, M, and S occupancies shall have demand responsive controls complying with Section C405.2.8.1 in not less than 75 percent of the interior floor area.
Exceptions:
1.	Where the combined interior floor area of group B, E, M, and S occupancies is less than 10,000 square feet (929 m2).
2. Buildings where a demand response signal is not available from a controlling entity other than the owner.
3. Parking garages
C405.2.8.1 Demand responsive lighting controls function. Demand responsive controls for lighting controls shall be capable of the following:
1. Automatically reducing the output of demand responsive controlled lighting to 80 percent or less of full power or light output upon receipt of a demand response signal.
2. Where high-end trim has been set, automatically reducing the output of controlled lighting to 80 percent or less of the high-end trim set point upon receipt of a demand response signal.
3. Dimming controlled lights gradually and continuously over a period of not longer than 15 minutes to achieve get to their demand response setpoint.
4. Returning controlled lightings to their normal operational settings at the end of the demand response period event.
Exception: Storage rooms and Wwarehouse and retail storage building areas shall be permitted to switch off 25 percent or more of general lighting power rather than dimming.

Modification Reason Statement:
1. Restored language to C405.2.8 exception one which was misunderstood in the originally submitted PC. 
2. In C405.2.8.1, align DRC function with the definition.
3. Revise exception to C405.2.8.1 to clarify it is not specific to warehouse and retail building types. It is applicable to space types of storage rooms and warehouse storage areas. These align with space types listed in the LPD table.

[The below definitions and section C406.3.2 are for ready reference and are not part of the PC modification. They have no proposed changes or comments and should be removed, along with this note, after the modification is accepted.]

DEMAND RESPONSE SIGNAL. A signal that indicates a price or a request to modify electricity consumption for a limited time period.
DEMAND RESPONSIVE CONTROL. A control capable of receiving and automatically responding to a demand response signal.

C406.3.2 G01 Lighting Load Management A project not required to comply with C405.2.9 can achieve energy credits for installing demand responsive lighting controls for interior general lighting that comply with C405.2.9.1. The demand responsive lighting controls shall automatically reduce the light output or power of controlled lighting to no more than 80 percent of full output, or 80 percent of the high-end trim set point, whichever is less. Energy credits can be earned where demand responsive lighting controls are installed for the following:
1. Not less than 10 percent of the interior floor area in Group R or I occupancies; or
2. Not less than 50 percent of the interior floor area in all other occupancies.

G01 credits shall be prorated using Equation 4-28 with no more than 75 percent of the interior floor area being counted.
