CED1-146-22 Modification

C503.2.1 Roof Alterations
Proponents: Jeff Mang, representing the Polyisocyanurate Insulation Manufacturers Association (PIMA) (jeff@jcmangconsulting.com); Marcin Pazera, representing the Polyisocyanurate Insulation Manufacturers Association (mpazera@pima.org)

C503.2.1 Insulation complying with Section C402.1 and Section C402.2.1, or an approved design that minimizes deviation from the insulation requirements, shall be provided for the following roof alterations: 

1. An alteration to roof-ceiling construction where there is no insulation above conditioned space,

2. Roof replacement, including any reroofing roof alteration other than a roof recover, where the roof assembly contains includes insulation for roofs with insulation entirely above the roof deck.
Exception: Where compliance with Section C402.1 cannot be met due to limiting conditions on an existing roof, an approved design shall be submitted with the following:

1. Construction documents that include a report by a registered design professional or other approve source documenting details of
the limiting conditions affecting compliance with the insulation requirements.

2. Construction documents that include a roof design by a registered design professional or other approved source that minimizes deviation from the insulation requirements.

3. Conversion of unconditioned attic space into conditioned space.

4. Replacement of ceiling finishes exposing cavities or surfaces of the roof-ceiling construction.

Insulation shall be installed in accordance with the requirements of Sections C402.2.1.2 through C402.2.1.5.


