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Above Base Energy Code Provisions
X101.1 Scope.
The provisions of this appendix shall apply to new construction.
New construction shall comply with the requirements of the code for new construction and shall comply with the provisions of this appendix.
Exception:  Projects that comply with the International Green Construction Code or obtain a silver certification from the National Green Building Standard shall be deemed to comply with the provisions of this appendix.
X102.1 Air barriers leakage.
Where an air barrier is not required by section C402.5.1, a continuous air barrier shall be provided throughout the building thermal envelope. The continuous air barriers shall be located on the inside or outside of the building thermal envelope, located within the assemblies composing the building thermal envelope, or any combination thereof. The air barrier shall comply with Sections C402.5.1.1, and/or  C402.5.1.2. 
X102.1.1 Air barrier verification.
All air barriers components and systems shall be verified in accordance with Section C402.5.1.5
X102.1.1.1 Testing
The building, dwelling, or sleeping unit shall be tested for air leakage in accordance with Sections C402.5.2 or C402.5.3. Where required by the code official, testing shall be conducted by an approved third party.  A written report of the results of the test(s) shall be signed by the party conducting the test and provided to the code official.
1. Buildings or portions of buildings, including Group R and I occupancies, shall meet the provisions of Section C402.5.2.
2. Buildings or portions of buildings other than Group R and I occupancies shall meet the provisions of Section C402.5.3.
X103.1 Heating outside uses.
Mechanical systems providing a heat source outside of the thermal envelope of a building shall comply with Sections X103.1.1 through X103.1.3
X103.1.1 Snow and ice melt systems..
Snow and ice melt systems shall install a minimum R-10 insulation located below the tubing and or piping utilized in the heating system for snow and ice melt systems.
Exception: snow and ice melt systems located on roof when the location of the thermal envelope is not located at the roof, but at the ceiling.
X103.1.2 Swimming pools and spas.
Permanent swimming pools and spas shall have insulation on the sides and bottom surfaces located on the exterior. The type of insulation shall be impermeable and impervious to water logging or saturation and unaffected by water, mold, mildew, and have capability to resist compression.  The insulation value shall be a minimum of R-15.  
X103.1.3 Automatic Covers.
Permanent swimming pools and spas shall have insulation on the sides and bottom surfaces located on the exterior. The type of insulation shall be impermeable and impervious to water logging or saturation and unaffected by water, mold, mildew, and have capability to resist compression.  The insulation value shall be a minimum of R-15.  
Automatic covers. Swimming pools and spas located inground shall have an automatic motorized non-permeable pool cover that covers the entire pool surface.
X104.1 Appliances.
The following appliances shall meet ENERGY STAR performance or equivalent.
1.      Water coolers
2.      Commercial Fryer
3.      Commercial hot food holding cabinets
4.      Commercial steam cookers
5.      Commercial dishwashers
6.      Commercial Griddles
7.      Commercial ovens
8.      Commercial refrigerator and/or freezers
X105.1 Additional efficiency package options..
Projects complying with this appendix shall be required to achieve an addition 5 credits for a total of 15 points from Tables C406.1(1) through C406.1(5).
Add new standard(s) as follows:
ICC
International Code Council, Inc.
500 New Jersey Avenue NW 6th Floor
Washington, DC 20001
IgCC - 2024 2021 International Green Construction Code
700-2020 National Green Building Standard
